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GERNMAN TECHNOLOGY

RS O8

Hangsz6r6 specifikacio

Power Pe 175 / 250 RMS/Nom
DC resistance Rdc 35 Q0
Nominal impedance ZN 4 Q
Resonance frequency fs 396 HZ
\Voice coil diameter 1,5 inch
Mechanical Q factor Qms 5,96
Electrical Q factor Qes 0,55 isten
Total Q factor Qts 0,50 Kilso atmérd 213 mm / 8,39 inch
Beépitési atmérd 182 mm / 7,17 inch
Moving mass IS S g Beépitési mélység 104 mm / 4,09 inch
Effective piston area Sd 221 cm2
Magnes atmérd 126 mm / 4,96 inch
Mechanical resistance Rms 25 Kg/s
Compliance Cms 028 mm/N L
Force factor BL 95 Tm {]
Equivalent air volume Vas 18,1 dm3
SPL 2,83V/1m 88 B 182mm 213mm
Cone: Paper Spider: Nomex
Surround: Rubber Coil former: Aluminium )
Basket: Steel Dust cap: Fiberglass - 104mm J
Ajanlott lada méretek (Hangszérd és reflexcsd beleértve)
Zart Doboz Reflex Doboz Band Pass
:I:I :D %) :\/|2:|
Vi 121 V: 20/ V1: 131 Ve: 9/
d: 70/ 2,76 mm / inch d: 70 mm/ 2,76 inch
1: 200/ 7,87 mm / inch I: 200 mm / 7,87 inch
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